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INFO Installation Lengis Low Pressure Systems

Dichtstopfen LK Sealing Plugs LK
INFO Pressure Performance
INFQ Instailaticn information

LK 600 ) LI 600
Hiilse: Nichtrostender, Spez. Offilin Sleeve: Stainless Steel Special oil film lubrication
Stift: Nichtrostender Stahl, Spez. Olfilm Mandrel: Stainless Special oil film lubrication

d e, sl !

e
1 1 2 2 ; 0,12 max.  max. yp + P
4,0 37 22 3% 40 55 40 LK600-040 100 1000
5,0 45 295 36 50 69 48 LK600-050 100 1000
_6,0 .5,0 _3,4 _36 §,0 7,4 _5,3 _LK 600-060 ) _100 ‘1000
7,0 55 42 34 70 80 58 LK600-070 100 500
8,0 65 43 34 80 98 68 LK600-080 100 500
9,0 §3,5 4,7 34 9,0 _9,8 6,8 LK 800-090 100 500
10,0 65 51 36 10,0 98 68 LK800-100 100 500
12,0 7.5 509 36 12,0 108 7.8 LK 600-120 100 250
Auf Anfrage On request
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Dichistopfen LK Sealing Plugs LK
INFO Pressure Performance
INFQ Installation [nformaticn

LK 950 LK 950
Hiilse: Einsatzstahi, weichgegliiht, gebldut Sleeve: Case Hardening Steel Sofi annealed gun
Stift: Stahl blank, gedit finish
Mandrel: Steel plain finish Special oil film
lubrication

d | 4, | % R
1 1 2 2 ; 0,12 max.  max. yp + 1P

4,0 37 22 36 40 55 40 LK850-040 100 1000
5,0 45 295 36 50 69 48  LK950-050 100 1000
6,0 50 34 3B 60 77 53  LK950-080 100 1000
7,0 55 42 34 1,0 85 58 LK950-070 100 500
8,0 65 43 34 80 98 68 LK950-080 100 500
9,0 65 47 34 90 98 68 LK950-000 100 500
10,0 65 51 36 10,0 98 68 LK950-100 100 500
12,0 75 59 36 120 11,7 7.8 LK950-120 100 500
14,0 80 598 36 14,0 122 87 LKO950-140 100 250
16,0 105 59 42 160 165 115 LK950-160 100
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KOENIG

expander

Pressure Performance

. Base material of the Instalfation
Series =
LK 600
e L
- 180 har / 2600 psi
pA-12 60 bar / 850 psi
o | Tolerance 074012 mm
=] b rm——
= [Roughness i __ | .

@O@E@@® Temperaturs range for Proof Pressure Test @&: —40 °C bis +150 °C
®@ Terperature range for Proof Pressure Test @&: —40 °C bis +100 °C

. Base material of the Instailation
Series S R
LK 950
5416 - 180bar / 2'600 psi 500 psi
60 bar / 850 psi B0 bar / 850 psi
9.. Tolerance 0/+0,12 mm
™ 1 Roughness

* partial anchorage in base material

®@@®® Temperatura range for Proof Pressure Test &: —40 °C bis 4150 °C
** anchorage in base material

®@ Temperaturs range for Proof Pressure Test @&: —40 °C bis +100°C

KOENIG-Expander Sealing Plugs series LK are not suitable for pressure load applied on the insertion side of the plug.
For special release contact KT,

Proaf Pressure Test
hiax, altowahle Working Pressure = Nommal Pressure
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KOENIG

expander’

Installation Instruction LK Series

Drilled Hole

-]

The drilled hele must be within the tolerances shown on the dimensionat shests.

Holes must be round within 0.05 mm.

e With hard materials the bore roughness should be from Rz = 10-30 pm for best results.

e Longitudinal rifles and spiral grooves should be avoided. These influence the sealing effectiveness.
@ The bore must be free of oil, grease and chips.

Setting Procedure
Fig. 1

e insert the plug in the toal, making sure that the sleeve is against
the nosepiece {Fig. 1}

-y = =+ e - - - - o _ .
| - ) © After inserting the plug into the hole activate the tool to expand
I the plug. The mandrel will break apart when the proper tension
Fig. 2

has been reached {Fig. 2 and 3},
Note:

& The assembly of KOENIG-Expanders should enly be done in a
clean working area,

e Sleeve and mandrel of the plug should not be cleaned or lubri-
cated.

H’l.ft‘r';’,:'f iy

Tools

For trauble free installation of KOENIG-Expanders use the tools and sppropriate components accerding to the data shest.

Plug Removal
With KOENIG-Expanders LK Series plug removal is possible,

Procedute:

1. Drive the mandrel from the sleeve with a punch.

2. Drill out the slesve and remove the mandrel.

3. Bora the hole to the next larger Expander diameter per the data sheet,
4. Clear chips, remnants of the sleeve and oil and grease from the bore.

5. Install & new KOENIG-Expander.

Mote: After plug removal always instalt the next larger size plug.
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